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Calendrier des changements

de normes

UNITED STATES, CALIFORNIA AND CANADA
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Next Gen North American Products

PERFORMRARNCE
S E R I E S




ALL IN A SIMPLER, SMALLER,
LIGHTER, EASIER TO INSTALL
DESIGN. THESE GLOBAL

EGR -FREE PRODUCTS ENABLE

A COMMON INSTALLATION FOR
DOMESTIC AND EXPORT EQUIPMENT
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PERFORMRNCE -
e & = e e Architectures ﬁ

Platform T4F | Stage IV Stage V ]

F3.8 LP (74hp) EGR+WGT+ETV EGR+WGT+ETV
w/ DOC w/ DOC+DPF

F3.8 HP EGR+WGT+ETV NOEGR+WGT+ETV
w/ SCR or DOC+SCR w/ DOC+DPF+SCR
B4.5 LP&HP EGR+VGT NOEGR+WGT+ETV
w/ DOC+SCR w/ DOC+DPF+SCR
B6.7 EGR+VGT NOEGR+VGT+IAT
w/ DOC+SCR w/ DOC+DPF+SCR
L9 EGR+VGT NOEGR+WGT+ETV
w/ DOC+SCR w/ DOC+DPF+SCR

X12 NOEGR+WGT+ETV

w/ DOC+DPF+SCR

X15 EGR+VGT

w/ DOC+DPF+SCR




L9 Perf Series QSL9 T4F/ Improvement
Stage IV
Max. Power hp 430 400 8%
Ratings Range hp 275-430 250-380
Peak Torque Nm 1846 1627 13%
B6.7 Perf QSB6.7 T4F / Improvement
SIS Stage IV
Max. Power hp 326 310 5%
Ratings Range hp 155-326 146-300
Peak Torque Nm 1375 1030 31%
B4.5 Perf Series QSB4.5 T4F / Improvement
Stage IV
Max. Power hp 200 173 16%
Ratings Range hp 120 -200 121-173
Peak Torque 780 705 11%

F3.8 Perf

Series

QSF3.8 T4F /
Stage IV

Improvement

Max. Power hp 155 132 17%
Ratings Range hp 100-155 74-130
Peak Torque 600 488 23%

PERFORMRANCE
S E R I E S
Range Average
Power Increase:

over 10%

Range Average
Torque Increase:
almost 20%



Figure 1  Tier 4 Final Aftertreatment Architectures by Engine Platform (Switchback Configuration shown)

QSF3.8>75hp (DOC + SCR) QSB4.5 &
QSB6.7<174hp

QSF3.8<75hp (SCR)

QSB6.7>174hp (DOC+SCR)
& QSL9 (DOC+SCR) QSB6.7 (DOC+DPF+SCR),
)

QSL9 (DOC+DPF+SCR), &
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